Solid Distillation System (SDS)

TRADEBE's Solids Distillation Systerm (SDS). is a
positive step forward in
sustainable waste recycling technology.

508 offers generstors an effective and cost-effi-
cient method for recycling organic solid waste that
might otherwise be

incinerated or landfilled.

Before 808, most haz solids were incinerated in a
process designed to destroy the hazardous orga-
nic content by driving

off volatiles and burning excess gases

However, SDS extracts the organics from
Hazardous waste solids and transforms them
in o reusable products,

SDS recycled
products are used now
in numerous indus-
tries throughout the
US in place of virgin
chemicals.

SDS Is @ multi-stage
process including
waste container conveyance '

and shredding, indirect thermal desorption, sCrap
metal washing and recycling, organic and water
phase separation, and distillation of recovered
organic liguids,

Contact Details:

(800 38B-7242

us csitradebe com
www lradebaiss com
wwwaww tradebe com

TRADEBE introduced the original SDS
technology in 2004 to address the growing need
for recycling of hazardous wastes.

Due to growing demands of the industrial waste
market, during 2014-2015,

TRADEBE designed and built 3 second SDS
unit, 3082, 8DS2 offers the same banefits as
the original

SDS unit but with twice the capacity, improved
reclaimed product quality, increased refiability
as well as improved safety standards.
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True Recycling Technology

The hazardous waste processed through SDS
s recycled thereby receiving a waste manage-
ment code of HO20, (distillation and recovery),
and may be eligible for recycling credits with
your state regulatory agency.

Versatility

Waste gan be raceived in any size container -
from a pint to a cubic yard box as well as metal,
plastic, or riber drums. This eliminates costhy
and potentially unsafe handling and repackaging
of wastes at your plant.

Reliability

With the addition of the SDS2 unit, the SDS total
production capacity has doubled from 12,000
tons per year to 24,000 tons per year, Also,
improved component design such as the dryer
chamber, gas line, and vapor recovery unit will
reduce maintenancedowntime and increase
refiability,

Safety

SD82 improved drum handling, lower risk of
oxygen entering system, reduced fugitive air
amissions and improve overall fecovery,

3&(@ Medal Reclaimed : { Ton
Solvents For Reuse : { Ton
Haz Waste Recyled : 120,000 Tons

Contact Details:

{BOD) 38B8.7242
us.ca@iradebe com
www lradebeusa com
v tradebe com sk Brook I 60523

wironmental Services LLC
1 Street - Suite 500

SDS can effectively process vidually any solid
organic hazardous wasts.

SDS prevents pullution while promating recy-
cling reclamation and reuse.

508 recleims valuable constituents found in
solid hazardous waste and reduces the de-
mand for virgin chemicals.

308 eliminates the release of hazardous
constituents in to the atmosphere.

SDS conserves energy while keeping waste
out of the snvironment,

TRADEBE
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